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Instalace
Upozornéni: Instalaci provadéjte az budete mit zafizeni sparované s aplikaci
Immax Neo Pro
1. Pipojte zafizeni k napéjeni

a- 5V USB adaptér neni soucasti baleni

b - 5V USB adaptér by mél vystup vétsi nez 2A (2000mA)
2. Propojte zafizeni Immax Neo LITE Smart Ovladéani gardzovych vrat se stavajici
pohonnou jednotkou. Pomoci éerveného a cerného kabelu pfipojte automatické
ovladani ke svorkdm od ovladani tlacitkovym vypinacem vaseho stavajiciho
motoru k otvirani vrat/brany.
3. Pfipojeni senzoru - Umistéte a pripevnéte magneticky senzor na vraty nebo
na branu ale obrazku nize. Poté zapojte konektor do zafizeni Immax Neo LITE
Smart Ovladani garazovych vrat.

Senzor na kabelu

Magnet Drzék na vratech

Immax Neo LITE Smart Ovladani garazovych vrat
a automatickych bran, WiFi

Otestujte kompatibilitu Immax Neo LITE Smart Ovladani garazovych vrat a
automatickych bran

1. Pfipojte Immax Neo LITE Smart Ovladani garazovych vrat a automatickych
bran pomoci pribaleného USB kabelu k napajecimu adaptéru. Cervena LED
dioda se rozsviti do 10 vtefin.

a - 5V USB adaptér neni souéasti baleni

b - 5V USB adaptér by mél vystup vétsi nez 2A (2000mA)
2. Pomoci ¢erveného a ¢erného kabelu pfipojte automatické ovladani ke
svorkdm od ovladani tlacitkovym vypinacem vaseho stavajiciho motoru k otvirani
vrat/brény.
3. Stisknutim tlagitka na Immax Neo LITE Smart Ovladéani gardzovych vrat a
automatickych bran by se mél aktivovat vase stavajici pohonna jednotka vrat/
brany (pokud se tak nestane, neni vade stavajici jednotka kompatibilni s Immax
Neo LITE Smart Ovladani garazovych vrat a automatickych bran).
*5V USB adaptér a pohonna jednotka brany neni souéasti baleni
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Propojeni s Amazon Alexa
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1. Spustte aplikaci Alexa, kliknéte na Menu a levém hornim rohu a zvolte Go
To Skills

2. Zadejte Immax Neo Pro do vyhledavaciho pole

3. Kliknéte na Immax Neo Pro

4. Zapnéte dovednost

5. Zadejte piihlasovaci Gdaje pro ucet Immax Neo Pro

Hlasové povely:
LAlexa turn on {nazev zafizeni}
JAlexa turn off {nazev zafizeni}

Propojeni s Google Home
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1. Spustte aplikaci Google Home, kliknéte na Menu
2. Kliknéte na Home control

3. Kliknéte na ikonu ,+" pod zafizenimi

4. Kliknéte na Immax Neo Pro

5. Zadejte piihlasovaci Gdaje pro ucet Immax Neo Pro

Hlasové povely:
.Hey google turn on {nazev zafizeni}
hey google turn off {nézev zafizeni}

Pozndmka: Pokud tlagitko budete drzet déle nez 5 vtefin, uvedete zafizeni do
parovaciho médu.

Vase stavajici jednotka je kompatibilni s Immax Neo LITE Smart Ovladani
garazovych vrat, pokud kazdym stiskem tladitka se brana otevie nebo zavre.

Zkontrolujte tyto body pfed sparovanim Immax Neo LITE Smart Ovladani
garazovych vrat s chytrou aplikaci Inmax Neo Pro

- Va3 chytry telefon nebo tablet musi byt pripojen k 2,4GHz Wi-Fi siti s pistupem
na internet

- Zafizeni podporuje pouze 2,4GHz Wi-Fi sit

- Stahnéte si aplikaci Imnmax Neo Pro z Google Play nebo Apple store pomoci
pfilozeného QR kédu

- Ujistéte se, ze Immax Neo LITE Smart Ovladani garazovych vrat, chytry telefon
¢i tablet a router jsou pobliz sebe

- Ujistéte se, Ze router nema zapnuti filtrovani podle MAC adres. Pokud ano,
vypnéte jej.

Pfidani zafizeni

1. Pfipojte Immax Neo LITE Smart Ovladani gardzovych vrat a automatickych
bran pomoci pfibaleného USB kabelu k napéjecimu adaptéru. Cervena LED
dioda se rozsviti do 10 vtefin.

2. Stisknéte tlacitko na dobu delsi nez 5 vtefin, LED dioda zacne rychle blikat
(2x za vtefinu).

3.V aplikaci Immax Neo Pro kliknéte na ikonu ,+" v pravého hornim rohu.
4. Vyberte Immax Neo LITE Smart Ovladéani garazovych vrat

5. Potvrdte ze LED dioda rychle blika

6. Zadejte heslo pro pfistup do 2,4GHz sité a potvrdte jej.

7. Zafizeni by se mélo automaticky sparovat s aplikaci. Poté mizete zménit
nézev zafizeni a tyto zmény ulozit.

Pokud se spéarovéni nezdafilo, vyresetujte zafizeni a postup opakujte.

Jedno zafizeni Immax Neo LITE Smart Ovladéni garézovych vrat mize ovladat
pouze jedny vrata ¢i branu, ale do aplikace Immax Neo Pro mizete pfidat vice
zafizeni Immax Neo LITE Smart Ovladani garazovych vrat.

Kliknéte pro zobrazeni ovladacich funkei.

- Pfejmenovani/Sdileni/OTA/Odstranéni

- Sprava skupiny/Umisténi

- ID zafizeni/IP adresa/MAC adresa/Zpétna vazba
- Notifikace o otevieni nebo zavieni

- Klikni pro otevfeni/zavieni

- Jednorazovy planovaé

- Zaznam o cinnosti

- Planovac

A Test Device For Opener Compatibility

1.Connect the Smart Garage Door Switch to USB adapter,red LED will turn
on within 10seconds

* The 5V USB adapter is not included in the package.

* The 5V USB adapter should be more than 2A (2000mA) output.

2.Use the included Red & Black wire connect the Smart Garage Door Switch to your
Opener : put each end to the same terminals as the wall button wires are terminated to.

3. Use a tiny screw or nail to click the button in the Smart Garage Door Switch, your
Garage door should activate.

5V USB
Adapter  *the 5V USB adapter and Motor and wall console
are not included in the package.

Garage Door
Button e Opener

Micro USB

Cable Smart Garage

Door Switch

Wall
Console
NOTE: Please have 5-second long press for network pairing

If this test fails,your device may not be compatible. For additional installation
Instructions and the list of compatible models
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Works With Alexa

@ Open Alexa App, tap on the menu on
Upper left corner.Go to skills.

@ Enter “Tuya Smart” in the
search field and search.

@ Tap “Tuya Smart” .
@ Enable the skill.

® Enter your account information and
Tap on ‘log in’ to link your account to
your Amazon account.If your account
is a phone number ,you should select
your country .If your account is an
email address, please select a random
country/region code.

Voice commands:
“Alexa turn on {device name}”
“Alexa turn off {device name}”

- works with the
o, Google Assistant

Works With Google Home
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@ Launch Google Home app, tap the menu
@ Tap Home control.

@ Under Devices, tap the + icon.

@ Tap “Tuya Smart” .

® Enter your account information and
Tap on ‘log in’ to link your account to
your Amazon account.f your account
is a phone number , you should select
your country. If your account is an
email Address, please select a random
country/region code.

Voice commands:
“Hey google, turn on {device name}”
“OK google, turn off {device name}”

Test ok ! Click the button every time ,the
garage door will open or close.

Below are checklist before using the device:

@ Your smart phone or tablet should have connected a 2.4G WIFI with internet.

@ The device only supports 2.4G WiFi. If you use a 5G router (it provides two WiFi
signals:5G and 2.4G), please select the 2.4G WIFI to connect your smart phone .

® Download APPs: “Tuya Smart” APP from APP Store or google play store.

@ During pairing process, make sure that your iOS or Android device and the
Smart Garage Door Switch are within the range of your WiFi router.

@® Make sure your router is MAC-open. If not, please cancel the router's MAC
filtering setting first.
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Add Device

@ Connect the Smart Garage Door Switch to USB adapter,red LED will turn
on within 10 seconds

@ Use a tiny screw or nail to keep pressing the button in the Smart Garage
Door Switch for 5s,until the RED LED rapidly blinks (twice per second).

@ Launch APP, tap the icon “+” on the right top.

@ Slecet the “All Devices” Slecet the “Door Window” type.
® Tap “confirm indicator rapidly blink”.

© Input the correct 2.4G WiFi passwords.Then, tap comfirm.

@ It will auto-connect with the device . Once the process is completed,it
Will prompt you that you can rename the device. Enter a new name
and Save.

If failed, please “View help” then try again.

1st Step: Power up.

* The 5V USB adapter is not included in the package.
* The 5V USB adapter should be more than 2A (2000mA) output.

2nd Step: Connect to the wall console.

Insert the Red & black wire 2.0mm terminal to the smart garage door
switch, then put each end to the same terminals as the wall button wires are
terminated to.

3rd Step: Connect to the garage door.

Insert the 2.0mm terminal of the sensor to the smart garage door switch,then
steady install the sensor and the magnet of the gap within 3mm to 15mm on
your garage door with screws/bracket/3M gums/wall nail/line holders/ties.




